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Specimen area:
Rooms volume:

f R
[Hz] [dB]
50 30,3
63 278
80 284
100 | 332
126 | 352
160 | 39,5
200 | 391
250 | 422
315 | 438
400 | 453
500 | 464
630 | 484
800 | 509

1000 | 50,8

1250 | 516

1600 | 515

2000 | 51,3

2500 | 536

3150 | 552

4000 | 564

5000 | 55,6
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Sound reduction index, R, according to UNI EN ISO 10140-2
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2,28 m2

Emitting 116,6 m3 Receiving  162,9 m?
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Frequency [Hz]

Evaluation of conformity according to I1SO 717-1

Rw (C;Ctr) = 50,5 (-1 ;-4 ) dB

Evaluation based on laboratory measurement results by means of a technical method.

Ci503150 = -7 dB;

M-TEC-03 eng rev.8
21/07/2015

Cr.50-5000 = -7 dB; Cr,100-5000 = -4 dB
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Cso-3150= -1 dB; Cs0-5000= -1 dB; C100-5000= 0 dB

ACCREDIA %
L"ENTE ITALIAMNO DI ACCREDITAMENTO -

LAB N° 1416

This test report consists of n. 21 pages and cannot be reproduced, but in full, without the written permission of
Z Lab Srl. The results reported in this document refer only to the sample and the materials to be tested.

The samples are kept for 30 days after the end of the test.
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